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Amendments In The Claims : 

1. (Currently Amended) A cleaning device for removing liquids from working surfaces and drying the 
working surface, the device comprising: 

a wheeled cart body configured to be manually moved and comprising: 

a liquid-proof pan, and 

an enclosed housing attached to the pan; 
an electrically powered vacuum blower, the blower having an inlet and outlet; 
at least one rechargeable battery secured within the housing and connectable to the blower; 
a battery charger connectable to the at least one battery; 

a receiver for liquids r c movabl ffemovablv disposed within the pan, the receiver connected to 
the blower inlet to allow air within the receiver to be drawn into the blower; 

a flexible water-proof suction hose connected to the receiver; and 

a flexible blower hose connected to the blower outlet; 
such that the blower provides a vacuum through the suction hose to move liquid matter entrained in 
air through the hose to the receiver and the blower also forces the air through the blower hose to 
enable accelerated drying. 

2. (Original) A cleaning device according to claim 1, and wherein: 

the suction hose has a suction head, and the pan is configured and sized to receive and retain 
the suction head to enable capture of any liquid dropping from the suction head. 

3. (Original) A cleaning device according to claim 2, and wherein: 

the batteries are configured to provide sufficient power to operate the blower for a continuous 
time period of 4 hours without recharging. 

4. (Original) A cleaning device according to claim 2, and wherein: 

the body has overall horizontal orthogonal width and length dimensions of 24 and 26 inches. 

5. (Original) A cleaning device according to claim 2, and wherein: 

the charger is retained outside the enclosure. 

6. (Original) A cleaning device according to claim 2, and further comprising: 

a switch mounted on the enclosure and configured to connect the battery, altematively, to the 
charger and the blower. 

7. (Original) A cleaning device according to claim 1, and wherein: 
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the suction hose and blower hose each have a length of at least 72 inches, 

8. (Original) A cleaning device according to claim 1, and further comprising: 

means of dispensing a liquid cleaning agent proximate the suction head. 

9. (Original) A cleaning device for removing liquids from working surfaces and drying the working 
surface, the device comprising: 

a cart body configured to be manually moved and comprising: 

a liquid-proof pan, and 

an adjoining enclosure; 
a receiver for receiving and storing liquids, the receiver removably retained in the pan; 
a suction hose removably connected to the receiver; 

a electrically powered vacuum blower retained in the enclosure and having an inlet and outlet, 

the inlet connected to the receiver; 
an air exhaust directable to a working surface below the cart body; 
at least one rechargeable storage battery retained in the enclosure and connectable to the 

blower; 

a recharger retained in the enclosure and connectable to the at least one battery; 
a switch mounted on the enclosure and configured to alternatively connect, or disconnect^ the 
battery to the blower. 

10. (Original) A cleaning device according to claim 9, and wherein: 

the exhaust comprises a blower hose connected to the suction blower outlet. 

1 1 . (Original) A cleaning device according to claim 10; and further comprising: 

a drying blower connectable to the at least one battery and including the exhaust. 

12. (Currently Amended) A cleaning device according to claim 9, and further comprising: 

a liquid agent container removably retained in the pan; 
an spray nozzle; and 

an liquid agent pump configured to pump liquid agent from the agent container to the spray 
nozzle. 

13. (Currently Amended) A cleaning device for removing liquids from working surfaces and drying 
the working surface, the device comprising: 

a liquid receiver; 


4 


10/684,002 

Hoce - response to oa 

a vacuum means for vacuum removal of liquid in entrained air from both horizontal and 

vertical surfaces, the vacuum means including an exhaust means for exhausting the 
entrained air ont o, alternatively, horizontal and vertical floor and wall surfaces 
adjacent the device: 

transportation means for transporting the receiver to a spill location, the transportation means 

including means for capturin g and retaininied iquid escaping from the receiver; and 
portable power means for powering the vacuum means. 

14. (Currently Amended) A method of cleaning liquid spills from a surface and drying the surface, the 
method comprising: 

storing a liquid receiver on a leak-proof pan; 

transporting the pan and receiver and a battery-powered vacuum blower to a spill location; 
operating the blower to draw v acuum spill e d liqui d from the spill location and into ttthe 
receiver; 

directing the exhaust air from the blower to the spill location; and 

removing the receiver from the pan therebv removin|g t o disp o se o f t h e accumulated liquid. 

15. (Original) The method of claim 14, wherein: 

the spill location is a vertical surface. 

16. (Newly presented) A cleaning device for removing liquids from working surfaces and drying the 
working surface, the device comprising: 

a wheeled cart body configured to be manually moved and having a horizontal pan including 
upturned sides configured to retain liquid disposed on the pan, 

an electrically powered vacuum blower supported on the cart body, the blower having an inlet 
and outlet; 

at least one rechargeable battery supported on the cart body and connectable to the blower; 
a portable liquid receiver removably disposed within the pan, the receiver connected to the 

blower inlet to allow air within the receiver to be drawn into the blower; 
a flexible water-proof suction hose connected to the receiver; and 
means for directing drying air to surfaces adjacent the device. 
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